


















10

Vidéo 
d'installation 

résistance 
mécanique 

Durée 50 secondes

Vidéo de test de 
pression 

Durée 2'45 secondes

Vidéo résistance à 
la traction

Durée 1'02 secondes

Vidéo de 
réparation PVC 

annelé
Durée 3'13 secondes

Vidéo du système 
général

Durée 1'35 secondes

Vidéo descente 
dans un fossé

Durée 18 secondes

VIDÉOS EXPLICATIVESCERTIFICATIONS

CERTIFICADO DE PRODUCTO ENSAYADO 
APPLUS + 

LGAI Technological Center, S.A. (APPLUS) certifica que el producto ensayado: 

ABRAZADERAS CorPress 

ENSAYO DE ESTANQUEIDAD  
UNE EN 1053:1996/ISO; 13254:2010/UNE EN ISO 13254:2018  

En condiciones de 8h a 2 bar (en lugar de 15 minutos a 0,5 bar) 

De la empresa: 

FUTURA SYSTEMS S.L. 
CTRA. DE VALLS, C-51, KM. 22.5 
43812 RODONYÀ (TARRAGONA) 

Es conforme al Sistema Particular de Certificación: 

SPC 061 

Este certificado es válido hasta el 4 de mayo de 2023 

Bellaterra, 4 de mayo de 2020

Xavier Ruiz Peña 
Managing Director, Product Conformity B.U. 

Puede comprobarse la validez de este certificado en nuestra página web: https://apps.applus.com/microsites/microsites/FECIP/login  

LGAI TECHNOLOGICAL CENTER, S.A. CIF: A-63207492 

PR-1914/061 

LGAI Technological Center, S.A. (APPLUS) 
Campus UAB - Ronda de la Font del Carme s/n 
08193 Bellaterra (Barcelona) 
T +34 93 567 20 00 
www.applus.com 
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OTHERS 
PIPES PI

PE
S
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Raw material

Wall structure

Colours

Manufacturing 
standard

Ring stiffness

Applications

Double wall

BLACK inside 
BLEU outside

UNE EN 13476-3 European standard 
ISO 21138-3 International standard

SN8 ( ≥ 8kN/m2 ) 

Flexible suction system; ventilation and 
channelling of fluids requiring a hight degree 
of curvature and flexibility.

FLEXI-COR SN8
To overcome obstacles in a ditch. (6m useful bars)

CAHIER 
FLEXICOR Double wall corrugated hose with diameter DN/ODmm, made of hight density polyethylene (HDPE) with 
ring stiffness SN8 (≥8kN/m² according to ISO 9969), with great flexibility for applications with hight radius of curvate. 
Equiped with the CorPress assembly system with hight sealing performance. The CorPress system consists of two 
half clamps made of polypropylene and internally coated with TPE-SBES elastomeric material, morphologically 
molded inside to generate a hight contact surface area  with the outer wall of the pipe, ensuring a hydraulic seal and 
an anti-slip system.The system is completed by a set of screws for perfevt mechanical adjustment according to the 
specified torque. 

NOVELTY

Ø mm. lenghts / coils m. per pallet
m. container

€ / m.
EXT. INT.

  110	 94	 FLEXICOR110	 CorPress	 50,00 m. útil	 -	 4.000,00 4,00 €		
	 160	 134	 FLEXICOR160	 CorPress	 25,00 m. útil	 -	 1.600,00 7,00 €
  200	 172	 FLEXICOR200	 CorPress	 25,00 m. útil	 -	

m. trailer
4.800,00
2.000,00
1.200,00 950,00 12,00 €

	 250	 222	 FLEXICOR250	 CorPress	 6,00 m. útil	 120,00	 960,00 1.056,00 18,00 € 
	 315	 272	 FLEXICOR315  CorPress 6,00 m. útil	  72,00	 576,00	 720,00	 28,00 €
	 400	 347	 FLEXICOR400	 CorPress	 6,00 m. útil	 48,00	 384,00	 420,00	 46,20 €

®
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PE
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HIGHT DENSITY POLYETHYLENE HDPE

Joint systemCode
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FLEXI-COR SN8
FLEXICOR SN8 with the assembly system CorPress 
maintains a perfectly aligned connection, ensuring a 
tight seal. Its exceptional flexibility allows it to 
efficiently overcome any obstacle, ensuring a quick 
and safe installation 

®

Application en connection 

PI
PE
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With this system, the length of the bar provided is 
fully usable and represents a 3% saving compared 
to traditional seals.

®

CORPRESS MECHANICAL ASSEMBLY SYSTEM

Ø 160 - 200 - 250 - 315 - 400 - 500

Special applications ®

PI
PE
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Ø
TUYAUX

H min.
mm.

H max.
mm.

H C
mm.

L
mm.

Li
mm.

HS
mm. €/ud.

840
1060
1200

475
670
852

1100 
1126
1400

215
300
412

170
305
340

1.680 €
1.960 €
2.340 €

250
315
400

640
860

1000

DN PIPES 250 DN PIPES 315 / 400

fire fighting 
system

MAIN
COLLECTOR

FALME AND SMOKE

Special tunnels 

DAMAGED STATION
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